1. Include Special Provision’s tor Sllicone Bridge Joint Sealer

and ‘Polymer Concrete’ (IT using Concrete Detail.
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Silicone joint
sealer

Backer rod having a

diameter 254 greater
- / than joint opening at
the time of installation.
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SILICONE JOINT SEAL

(CONCRETE DETAILS)

SILICONE JOINT SEAL DESIGN CHART

Joint Opening at 10 *C (50 °F.) Length Contributing to Expansion
mm inch meter feet
25 1 0 - 12 0 - 40
38 1Y 12 - 24 40 - 80
51 2 24 - 31 80 - 120
64 2 Y 37 - 49 120 - 160

TFehe TOTAL | SHEET |
Ryt | SECTION CoUNTY | JOTAL ISHEE

399 | 36R~1, (3TR-2) | TAZEWELL 443 258
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Silicone joint

/ sealer

Backer rod having a
diameter 254 greater
than joint opening at
the time of instaliation.
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19 (¥ x 200 (8) Granular
or soild flux filled headed
studs conforming to' Art.
1006.32 of Std. Specs.
automatically end weided
at 300 (12) Alt. cts.

X at 10°C
(50°) **
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for 10 (34 @ bolts. All bolts
shall be burned, sawed or
chipped off flush with the
plates after forms are

\ 12 (/2) @ holes at 300 (12) cts.

removed. (Typ.)

* Furnish In segments of 6 m (20 f+.)

maximum length. Maximum space
between installed segments shall be

5 (/s . Seal space with Sillcone Sealant
sultable for Structural Steel.

* % See Silicone Joint Seal Design

Chart for Joint Opening (X).

SILICONE JOINT SEAL
(STEEL DETAILS)

All dimenslons are In millimeters
(inches) unless otherwise noted.
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